
MATERIAL OPTIONS CAPACITY SPECIFICATIONS BOTTOM OPTIONS HARDWARE SPECIFICATIONS

t  Factory-coated  
   carbon steel

t  Standard diameters available  
   from 9’ (2.8m) to 148’ (45m)

Steel
t 

 Flat
t

  1:12 sloped
t

  Drop Bottom™

t  Hot-dipped galvanized

t  Galvanized steel t  Factory welded diameters   
   from 6’ to 15’

t  Encapsulated nuts and  
   bolts available

t  Stainless steel t  Standard designs: AWWA   
   D103-09, NFPA, API, NSF

Concrete
t

  Embedded starter  
   ring used

t  EPDM gaskets standard

t
  Aluminum t  Standard tank capacities  

   range from 4,000 to  
   3 million US gallons (15 m3  
   to 11,000 m3)

t  Specialty gaskets  
   available for high  
   tempertatures or  
   special contents

t  Large capacity tanks available

HydroTec Specification Options

TM



WATER WASTEWATER INDUSTRIAL LIQUIDS 
& CHEMICALS

Potable Water Flow Equalization Fertilizer

Raw Water Storage Primary & Secondary
Sedimentation Resins

Flocculation Aeration Insecticides

Filtration Trickling Filters Polymers

Sludge Storage Anaerobic & Aerobic Digestion Food Additives

Disinfection Sludge Storage Asphalt

Fire Protection Disinfection Glycols

Leachate Lubricants

Storm Water Run-off Lime & Carbonate Slurry

Frac Water Secondary Containment

Edible Oils

Paints & Primers

Detergents

Fuel Oils

Mining Fluids & Slurry

De-icer

Dyes & Pigments

Pulp & Paper Processing
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